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POMONA, CAIi. 

PLUMBING, SEWER CONNECTIONS, AND CESSPOOLS. 

Sec. 1. Any person, firm, or corporation desiring to do any plumbing work within 
the city limits shall apply to the plumbing inspector for a permit to do so, and he 
shall issue a permit for the proposed work to be done in accordance with the rules 
and regulations hereinafter set forth and provided for. 

Sec. 2. The duties of the plumbing inspector shall be to enforce the provisions of 
this ordinance and generally to do and perform such duties as the city council shall 
by ordinance or otherwise direct. 

Sec. 3. In cases where a building permit is necessary, the plumbing permit will 
not be issued until after the building permit has been issued. 

Sec. 4. It will not be necessary to obtain a plumbing permit in cases of the following 
repairs: Leaks in drains, soil, waste, or vent pipes, but should any trap, drain, or soil 
pipe, be or become bad or defective and it is necessary to remove and replace with 
sound material in any part or parts, a permit must be procured and inspection made 
as herewith provided. 

Sec. 5. The plumbing inspector shall charge and collect for plumbing permits at 
the following rate, to wit: For all work costing $25 or less, $0.50 ; from $25 to $150, $1 ; 
for work costing $150 and less than $300, $2; each additional $100 or fraction thereof, 
$0.25. 

A charge of $1 will be made by said plumbing inspector for every extra visit neces- 
sarily made by him in the performance of his duties. No charge will be made for the 
first inspection of rough work or the first inspection of finished work, and no other 
permit will be issued to said plumbing contractor or owner until the above-mentioned 
charge is paid into the office of the plumbing inspector. 

The inspector of plumbing and sewers shall keep a record of all permits granted 
and work inspected by him, and shall report to the city council whenever requested 
to do so. 

Sec. 6. All work for which a permit is necessary shall be subject to inspection, and 
notice must be given to the plumbing inspector by the owner or contractor doing 
said work or having the same done as soon as said work is ready for inspection. 
Notice shall be given to inspect both the rough and finished work, and the contractor 
shall secure a final certificate from the plumbing inspector and deliver the same to 
the owner or agent. 

All work must be left uncovered and convenient for examination until inspected 
and approved by the said plumbing inspector. Such inspection shall be within 24 
hours of said notification being received at the office of said plumbing inspector. The 
inspecting officer may apply the water, peppermint, or smoke test; and all necessary 
tools, labor, and assistance for the said tests shall be furnished by the person or persons 
assuming control of the work, and such person or persons shall remove or repair any 
defective material or work when so ordered by the inspecting officer. 

Sec. 7. Any soil pipe, drain pipe, trap, water-closet, urinal, sink, or other fixture 
set up or fitting or fittings laid, used, or constructed otherwise than in accordance 
with these regulations, or which shall, in the opinion of the plumbing inspector, be 
or become of bad or defective quality, shall upon notice, either verbal or in writing, 
from said inspector, be removed or repaired in the manner determined and within 
the time fixed by the inspecting officer, and it shall be unlawful for any person or 
persons to occupy or to make use of any house or buildings where plumbing work has 
been constructed unless the owner, agent, or lessee of the said building shall have 
first procured a final certificate of acceptance from the plumbing inspector. 

Sec. 8. Every house or building, in or for which any house drainage or plumbing 
arrangements are constructed, shall be separately and independently connected with 
an accepted city sewer, when such sewer is constructed upon the street or alley upon 
which the property abuts; provided that in case it is impracticable or burdensome 
to connect each house separately, the plumbing inspector shall designate the manner 
of connection in conformity with necessary sanitary precautions, and in case there 
is no sewer constructed on such street or alley, said house or building may be connected 
with an approved cesspool constructed to the satisfaction of the plumbing inspector. 
Cesspool to be not less than 4 feet and not more than 6 feet in diameter, and the walls 
carried plumb to the bottom. Said cesspool shall be of sufficient depth to reach gravel 
and not less than 12 feet deep, and walled up from the bottom with good brick spaced 
not more than 2 inches apart up to within 4 feet of surface of ground and arched over 
with brick laid in cement mortar. Top to be at least 18 inches below the surface of 
the surrounding ground. Said cesspool must not be located at a less distance than 
5 feet away from any property line, or less than 10 feet away from any dwelling, with- 
out special permission to do so from the plumbing inspector. 
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Sec. 9. When a building is on the rear of a lot, on the front of which is another 
building, the plumbing work of the building in the rear may be connected with the 
plumbing work of the building in the front. 

Sec. 10. It shall be unlawful for any person or persons to use or occupy any house 
or building, in the city of Pomona, in or for which any house drainage or plumbing 
arrangements are constructed, unless such house drainage or plumbing arrangements 
are connected with an accepted city sewer, when such sewer is constructed on the 
street or alley on which the property abuts, or connected to an approved cesspool. 

Sec. 11. All soil or waste pipes below the ground to a point of 2 feet outside of the 
exterior wall of a building shall be cast iron of not less than 2 inches internal diameter, 
except in case of water-closet, which shall not be less than 4 inches internal diameter 
and which shall be carried undiminished in size up to the highest point of the roof or 
fire walls of all new buildings, and in old buildings to a point satisfactory to the 
plumbing inspector, and shall not terminate within 8 feet of any window, air shaft, or 
opening of any house or building, and the same shall be further moved if the plumbing 
inspector considers necessary. 

Sec. 12. All drains, outside of the building and to the property line, or cesspool 
shall be first grade vitrified iron stone pipe, cast iron, or bituminized fiber pipe, and 
shall have an internal diameter not less than 4 inches. Stoneware or bituminized 
fiber pipe shall not be allowed within 2 feet of the exterior wall of any building; 
neither shall any vitrified pipe come within 12 inches of the surface of the ground 
throughout its entire course. The joining of each and every section of vitrified piping 
must be completely and uniformly filled with the best Portland cement, two parts of 
cement and one part sand, and every joint thoroughly cleaned from the inside, so as 
not to form an obstruction. The different sections must be laid in perfect line on the 
bottom and sides with a fall of not less than one-quarter of an inch per foot toward 
the property line or cesspool. This piping must be made perfectly water-tight; it 
shall not be covered nor concealed in any way until it has been properly tested and 
approved by the plumbing inspector. All changes in direction shall be made with 
curves or Y branches and all connections with Y branches and one-eighth bends. 

Sec 13. Every water-closet, sink, slop hopper, bath tub, and each tray, or set of 
wash trays or other fixtures connected with the drain pipe directly or indirectly, 
must be separately, independently, and effectively trapped and vented; the vent 
must be as near the trap as possible, and in no case farther away than 2 feet. The 
trap must be placed as near the fixtures as possible and in no case farther than 2 feet 
from the fixtures. In no case shall any fixture waste be intersected in closet bend. 
Sinks in all butcher shops, restaurants, and public laundries shall have a suitable 
grease trap. 

All wash racks or floor drains where vehicles of any kind are washed or cleaned 
must have suitable sand box for intercepting mud. The waste pipe from same must 
be not less than 4-inch pipe, but may be vented with 2-inch pipe. Water seal must be 
at least 3| inches deep and bottom of water seal must be at least 5 inches from bottom 
of sand box. A clean-out screw must be placed in the end of the pipe in sand box. 
When waste line crosses a partition or location where vent can raise above floor line, 
vent connection may be not to exceed 7 feet from center line ofsand box. If distance 
is more than 7 feet, vent must be within 2 feet of sand box. 

No wooden wash trays shall be maintained, constructed, or used inside of any build- 
ing or porch. All wash trays in any building shall be of nonabsorbent material. 
Drum traps may be used only in bath-tub connections. 

No solder unions or tJip-joint nuts of any description shall be used on the sewer side 
of the trap. 

Sec 14. All traps to fixtures shall be separately and effectively vented, and all 
special air pipes within a radius of 12 feet should, if practicable, converge into one 
pipe. The size of the same shall be governed by provisions of section 11 of regulations, 
and to extend up to and following the underside of the roof and be brought to the air 
within 18 inches of the highest point of the roof, or conducted into the main stack; 
provided that in all outbuildings all vent pipes shall extend at least 15 feet above 
the ground, except in old buildings, which may be done as the plumbing inspector 
directs. 

Sec 15. No brick, sheet metal, earthenware pipe, or chimney flue shall be used as 
a sewer ventilator or to ventilate any trap, dram, soil, or waste pipes. Cellar drains 
shall not be connected with any soil or waste pipes, except by special permission of the 
plumbing inspector. 

Sec 16. The plumbing inspector, in accepting work of any and all persons carrying 
on, conducting, and assuming control of, constructing or causing to be constructed any 
plumbing or house drainage affecting the sanitary conditions of any house or building 
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of said city, shall be governed by the following regulations, and it shall be unlawful 
for any person to fail, neglect, or refuse to comply with the same upon notice to do so : 

(1) Closets. — No water-closet shall be put into or upon any property, house, or 
building except those flushed by a tank containing not less than 5 gallons of water, or 
water-closets flushed by a flushometer valve. Plunger closets, Philadelphia hoppers, 
pan closets, or any other closets where the supply to the bowl is direct from the street 
service or building supply, are prohibited in all cases, and where such exists shall be 
removed and replaced with tank closets. 

(2) Top fixture- -A fixture that is a top fixture on a vertical stack and not more than 
2 feet from the inlet to the stack need not have its traps revented, provided it does not 
discharge into the stack below the level of its seal, except water-closets and pedestal 
slop hoppers whose traps are in the bowl. All other traps shall be set true to their 
water seals. 

(3) Weight of cast-iron pipe. — No cast-iron soil pipes or fittings, either waste or vent, 
shall be used in any plumbing work that is of less weight per length of 5 feet than is 
shown in the following table for the respective sizes of pipe, to wit: 



Pounds. 

2-inch pipe 17£ 

3-inch pipe 22J 

4-inch pipe 32 j 

5-inch pipe 42f 



Pounds. 

6-inch pipe 52J 

8-inch pipe 90J 

10-inch pipe 125 

12-inch pipe 150 



(4) Two fixtures in one trap prohibited. — No fixture shall be trapped by having its 
outlet connected with the trap of another fixture. 

(5) Waste pipes. — Every soil or waste pipe under or inside of any building shall be 
of cast iron, lead, brass, or galvanized iron. (Galvanized-iron pipe and fittings known 
as the Durham system are permissible, provided that there shall not be employed or 
used anythingin the system that is in violation of this ordinance.) 

(6) Tests.— Before the fixtures are placed in connection with the plumbing of any 
house or building, or any portion of the drainage system is covered or concealed from 
view, the outlet of the soil pipe and all openings into it below the top shall be her- 
metically sealed ; the pipe shall then be filled with water to the highest point in the 
system. Defective pipes and fittings of their different kinds must be removed and 
replaced by sound material; cement work of any description is prohibited and every 
part of the work shall conform to these rules and regulations and shall be subject to 
the approval of the plumbing inspector. 

(7) Joints in iron. — All joints in cast-iron soil pipes, whether inside of the building 
or otherwise, shall be made with pig lead and oakum and thoroughly calked. 

(8) Vents.— All vent pipes and their fittings shall be of galvanized-iron screw pipe 
or cast-iron pipe. 

(9) Stacks. — All vertical stacks or soil and waste pipes shall be provided with a 
brass trap screw ferrule at the foot and also in other places where the inspecting officer 
may think it necessary. Trap screw ferrules shall be of the same diameter as the waste 
stack or lateral run. All changes of direction of soil or waste pipes shall be made with 
full Y branches and one'-eighth bends; sanitary tees shall not be used except in per- 
pendicular stacks. All clean outs shall be extended to outside of walls or some con- 
venient point, easy of access, satisfactory to the plumbing inspector. Four-inch 
double sanitary tees, or 2-inch double sanitary tees, shall not be used in any waste pipe. 

(10) Wiped joints.— All connecting between lead piping, or lead pipe and brass 
ipe or fitting, shall be joined by wiped joints. Connections between soil pipes and 

ead shall be made with brass ferrules or brass solder nipples, and their joining shall 
be wiped. Bolted or copper bit, cup, or flush soldered joints are prohibited in all 
cases. 

(11) Waste pipes — size of vents. — Waste pipes in all cases shall be of lead, galvanized 
iron, or cast iron of the following sizes: 

All screw waste pipes shall be reamed to the full size of pipe. 

Waste pipe for bathtubs, washbasins, laundry trays, each not less than 2 inches on 
all horizontal runs of 8 feet or more in length, and 1J inches in all other runs of 45° or 
more, and on all horizontal runs, less than 8 feet in length. The waste slop hoppers, 
urinals, and sinks shall not be less than 2 inches in any case. In installing batteries 
of basins the outlet from any bowl shall not be more than 2 feet from the trap. The 
size of waste pipes from bath tubs and lavatories shall be for more than one, and not to 
exceed eight, 2 inches; for more than eight and not to exceed fourteen, 2 J inches; for 
more than fourteen, 4 inches. 

For sinks, urinals, slop hoppers for more than two and not to exceed six, 2J inches; 
for more than six, 4 inches. 



I 



913 June 7, 1912 

(12) Size of vents. — All traps and vents shall be the same size as the waste, except 
sinks, urinals, and small slop hoppers, which may be 1J inches. For more than one 
and not exceeding two fixtures, 1J inches; for more than two and not exceeding eight, 
2 inches; for more than eight and not exceeding twelve, %\ inches; for more than 
twelve and not exceeding twenty, 3 inches. 

(13) Size of closet vents. — Vent pipes from water closets shall be not less than 2-inch 
pipe and not less than 6 inches above the highest fixture in the system. Water closeta, 
where more than one water closet is vented through the same pipe, the size shall be as 
follows: 

For more than one and not to exceed four closets, 2 inches; for more than four and 
not to exceed eight, 2 J inches; for more than eight and not to exceed fourteen, 3 inches 
for more than fourteen, 4 inches. 

Any vent pipe running in a horizontal direction shall not exceed 15 feet in length 
and shall have a fall of not less than one-quarter inch per foot. 

(14) Vents. — The vents of water closets are allowed a horizontal run of 2 feet to 
catch the nearest partition. The vents from all other fixtures, except slop hoppers, 
which have a vent horn attached to the trap itself, must be of the class known as con- 
tinuous and shall rise 6 inches above the fixture to prevent backwater from entering 
the fixture. 

(15) No privy vault, cesspool, exhaust from engine, or blow-off from boiler shall be 
connected with a house drain or sewer. 

(16) Refrigerators. — The drip or waste pipe from refrigerators shall not connect 
directly with the soil or waste pipes or with the sewer, but must extend to the open air 
or to a water-supplied sink. Every safe, waste from basin, bath, sink, water-closet, or 
other fixture shall not connect with any soil pipe, waste pipe, or sewer, but shall dis- 
charge into a water-supplied sink or outside of building, except in case of urinal, 
which shall be trapped and vented. 

(17) Screens. — All openings into house connections where water is admitted, except 
through water closets, must be protected by screens with meshes not to exceed one- 
half inch. 

(18) Removals. — Every water-closet, sink, bathtub, basin, or other fixture, main- 
tained with any house or building that is of bad and defective quality, and is removed 
and replaced with other fixtures of their respective class, shall have their traps vented 
in accordance with this ordinance. 

Sec. 17. No privy, vault, or cesspool shall be maintained or allowed in any part of 
the city where a sewer exists in the street or alley upon which the property abuts. 

Sec. 18. All plumbing or house-drainage work done to replace any that may be 
condemned by the health officer or plumbing inspector shall be considered as new 
work and constructed in conformity with the requirements of this ordinance; and no 
person or persons shall connect or cause to be connected any plumbing or house-drain- 
age work with any public sewer or cesspool, unless the said plumbing or house-drainage 
work conforms to the requirements of this ordinance. 

Sec. 19. When anything is prohibited in this ordinance, not only the person actually 
doing the prohibited thing, t>ut also the other persons actively concerned therein, 
shall be liable upon conviction to the penalty prescribed. 

Sec. 20. Upon removal or alteration of any building, or the making of any addition 
thereto, if new plumbing fixtures are placed in such building, either m the original or 
altered or added part thereof, such new fixtures must be properly connected with and 
attached to the fixtures in the original parts of said building; and if the fixtures are to 
be reset, either in the old or new part of such building, then both such original or 
additional fixtures and any altered plumbing whatever must comply in all respects 
with the rules and regulations prescribed in this ordinance. 

The use of common black or dipped pipe as waste or vent pipes is prohibited. 

The use of trap threads is prohibited, except with NP traps. 

Double hub fittings are not allowed in soil or waste lines. 

Sheet-lead flushings are required on all work and shall extend at least 6 inches 
above the roof. 

Soil, waste, and vent lines shall be properly strapped and piers placed before the test 
is made. 

Gas water heaters must be vented to the open air or enter chimney below ceiling, 
and are not allowed in an inclosed closet. 

The use of fresh-air inlets between cesspool and house or between the city sewer and 
the house is prohibited. 

Sec 21. In order to prevent waste water entering vent pipe, every branch or branch 
fitting for a vent pipe shall when leaving a horizontal or vertical line of waste pipe be 
taken from a Y branch lying in the direction from which the waste water flows in such 
waste pipe, thus forming an angle of 45° with the waste pipe. 
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Sec. 22. It shall be unlawful for any person, firm, or corporation to use or occupy, 
or lease or let to be used or occupied, any building or part thereof to be used as a factory, 
laundry, tenement, or lodging house or place in or where human beings reside or wort, 
unless such building is provided with at least one water-closet for every 15 occupants, 
workers, employees, or residents in such building. 

Sec. 23. No person or corporation shall commence to lay pipes for any purpose in 
any street, avenue, or alley of said city in which sewers are laid unless such person or 
corporation shall have given 24 hours' previous notice thereof to the inspector of 
plumbing and sewers; and the manner of excavating and the back filling over the pipe 
laid shall be subject to the direction and approval of such inspector. All such work 
shall be so done as to avoid injury to any sewer or drain. 

Sec. 24. It shall be unlawful to injure, break, or remove any portion of any manhole, 
lamp pole, flush tank, or any part of the public sewers of said city, or to throw or deposit 
or cause to be thrown or deposited in any opening of such sewers, or any receptacle 
connected with such sewers, or to place, or to suffer or to cause to be placed, in any 
house connection, or in any private drain connecting with such public sewers any 
garbage, offal, dead animals, vegetables, parings, ashes, cinders, rags, or any bulky 
substance having a tendency to obstruct the free flow of said sewers, or in anywise to 
damage the same, and the inspector of plumbing and sewers shall have power to pre- 
vent the discharging into the public sewers any private sewer or drain through which 
substances are discharged liable to injure the public sewers or obstruct the flow of 
sewage. 

Sec. 25. No cesspool shall be constructed upon any lot adjacent to a sewer line, or 
within any sewer district in the city of Pomona; and all plumbing in this city shall 
conform to this ordinance. 

Sec. 26. The inspector of plumbing and sewers shall keep a record of all permits 
granted and work inspected by him, and shall report to the council whenever requested 
to do so. 

Sec. 27. All licensed plumbers shall give a bond to the city of Pomona in the sum of 
$500 for the faithful observance of all the provisions of this ordinance; which bond 
shall be filed with the city clerk after approval by the mayor of said city. And no 
plumber or other contractor shall do any plumbing or sewer work without first giving 
said bond, and when from any cause any such bond shall become insufficient in the 
opinion of said council said council may at any regular or special meeting thereof order 
a sufficient bond to be given. 

Sec. 28. Any person, firm, or corporation who shall violate or neglect or refuse to 
comply with the provisions of this ordinance shall be deemed guilty of a misdemeanor, 
and, upon conviction thereof, shall be punished by a fine of not less than $5 and not 
more than $100, or by imprisonment of not less than 5 days and not more than 50 days, 
or by both such fine and imprisonment. 

Sec 29. Ordinance No. 219 and all other ordinances or parts of ordinances in con- 
flict herewith are hereby repealed. 

Sec. 30. The city clerk shall certify to the passage of this ordinance and shall cause 
the same to be published once in the Pomona Daily Review, and 30 days thereafter 
it shall take effect and be in force. 

Approved this 31st day of October, 1911. 

[Ordinance No. 356, repealing ordinance No. 219 and all other ordinances incon- 
sistent therewith, adopted Oct. 31, 1911.] 



